GSUAL

LOW PRESSURE LPG
STEEL CYLINDERS

CYLINDER INFORMATION
Low Pressure LPG Steel Cylinders
Part Number DOT Nominal Tare Weight | Water Capacity LPG DOT
Size Code Cylinder Dimensions CAPACITY | Service
Specification (Inches) Pressure
Cylinder Cylinder Diamet | Height | LBS | KG LBS KG GAL L (psig)
Size Code Size er
JUMBO 420 4BW240 30 53.8 | 278 | 126.1 | 1000 450 959 | 363 240
LP25 100 4BW240 14.9 475 70 | 31.8 238 108 23.8 90 240
LP12 50 4BW240 14.9 28.3 42 | 191 119 54 11.9 45 240
LP5 20 4BA240 12.2 18 18 8.2 47.6 21.5 4.7 17.7 240
LP3 10 4BA240 8.9 17.4 15 6.8 26.1 11.8 2.6 9.8 240
LP1 4} 4BA240 8 12 10 45 13 2.9 1.3 49 240

Note: Propylene requires 4BW260 rated DOT cylinder.

Note: Cylinder dimensions and capacities may vary depending on cylinder manufacturer. If a syphon tube is
required for liquid phase, the cylinder size will have a “S” at the end of the part number code.
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